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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 



IS 7116 (1973): Forceps, Midwifery, Short [MHD 3: Obstetric 
and Gynaecological Instruments and Appliances] 
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'Step Out From the Old to the New' 
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Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
"Knowledge is such a treasure which cannot be stolen" 
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Indian Standard 

SPECIFICATION FOR 

FORCEPS, MIDWIFERY, SHORT 



( Reaffirmed 1997 ) 



1. Scop* — Dimensional and other requirements for short midwifery forcap*. 

2. Shape and Dimensions — As shown In Fig, 1. 
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IS : 71 16 - 1973 

3. Material — Stainless steel of Designation 22Cr13 or 30Cr13 of IS: 6603-1972 'Specification for 
stainless steel bars and flats ' 

4. Workmanship and Finish 

4.1 All surfaces shall be free from burrs, pits, cracks, etc. 

4.2 AH the edges shall be smoothly rounded and shall not be sharp. 

4.3 The blades shall lock and unlock easily at the double slot lock. 

4.4 The forceps shall be passivated and polished bright. 

5. Heat Treatment — The instrument shall be uniformly hardened and tempered to 350 to 420 HV* 

6. Tests 

6.1 Lock the blades, clamp the handle of the forceps in a vice with the blades protruding above it. Grip 
the curved part of the blades between both hands. Make the tips of the blades to touch each other 
and then open ten times. On completion of test, the blade shall show no permanent set. 

6.2 With the blades locked as given in 6.1, grip, the curved part of the blades in each hand and using a 
moderato degiee of force pull the blades away from one another. On release of the force, the blades 
shall not show any permanent set. 

6.3 Corrosion Resistance Test — Test the forceps in accordance with IS: 7531-1975 ' Method for 
boiling and autoclaving test for corrosion resistance of stainless steel surgical Instruments \ The 
forceps shall show no sign of corrosion after the test. 

7. Marking — Mark with the following: 

a) Manufacturer's name, initials or recognized trade-mark; 

b) The letters ' R ' and ' L ' on the right and left halves of the handle for quick assembly; and 

c) The words ' stainless steel \ 

7.1 tSf Certification Marking — Details available with the Indian Standards Institution. 

8. Packing — The forceps shall be wrapped in moisture-proof paper and packed in polyethylene bags, 
avoiding contact with one another. 
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